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FL 40-Pocket II
The versatile

FL 40-Pocket II HP
High-Power Version

 »

TECHNICAL DATA FL 40-P OCKET  II FL 40-P OCKET  II HP FEATURES

* depending on room illumination

Cross Laser

Robust and handy laser cross level.
Horizontal and vertical levelling and aligning.

High speci�cation diodes for optimum visibility 
of laser lines.

Self-levelling range (left / right) ± 4°
Accuracy ± 3 mm / 10 m
Working range without receiver 10 m*
Working range with receiver 40 m
Operating time 48 h
Power supply 3 x AA Alkaline
Laser diodes / Laser class 635 nm / 2
Dust / water protection IP 54
Weight 0,8 kg

· Laser cross
· Multi-functional mount 

- for wall-hanging
- for magnetic atatchment
- for tripod �xing with 5/8“ or 
  1/4“ thread

· Locking device for safe 
transport

· Visual and audible alarm when out 
of level

· Pulse function for use with 
receiver FR 55 / FR 55-M 
(optional) to extend the working 
range up to 60 m (HP)

± 4°
± 3 mm / 10 m
20 m*
60 m
48 h
3 x AA Alkaline
2
IP 54
0,8 kg

ART.-NO. 541000

SUPPLIED WITH

FL 40-POCKET

ART.-NO. 500510

OPTIONAL

FR  55

ART.-NO. 541100

SUPPLIED WITH

FL 40-POCKET HP

ART.-NO. 500520

OPTIONAL

FR  55-M

· Multi-functional mount
· Set of batteries
· Magnetic target
· Padded carrying bag

· Multi-functional mount
· Set of batteries
· Magnetic target
· Padded carrying bag
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